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MINIMUM DESIGN CRITERIA FOR PARKING, STREETS, 
AND ROADWAYS 

 

 
 

ADA GUIDELINES 
(Please refer to current version of ADA guidelines) 
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PARKING REQUIREMENTS TO PREVENT VEHICILE OVERHANG INTO PEDESTRIAN 
ACCESS ROUTE 

 
 
 

SIGHT DISTANCES TRIANGLES  

(Vision Triangle or Sight Distance Triangle) 
 
No parking spaces will be permitted on corner lots within the sight distance triangles defined below: 
  

Sight triangle (vision triangle or sight distance triangle) means the triangular area formed by a 
diagonal line connecting two points located on intersecting street right-of-way lines (or a right-
of-way line and the curb or edge of a driveway). The sight triangle may consist of one or two 
different configurations. Intersections of streets may consist of a combination of the various 
geometric designs given on the following page: 

 
(a)  At intersections with streets having a speed limit that is less than or equal to 35 mph, a sight 

triangle of 15 feet by 45 feet is required with the longer dimension parallel to the street with 
the speed limit that is equal to or less than 35 mph. (See Figure 2A Top Figure) 

 
(b) At intersections with streets having speed limits that are greater than 35 miles per hour (mph), 

a sight triangle 15 feet by 60 feet is required with the longer dimension parallel to the street 
with the speed limit that is greater than or equal to 40 mph. (See Figure 2A Bottom Figure) 

 
See Figure 2 on following page. 
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SIGHT DISTANCES TRIANGLES 
INTERSECTION STREETS 
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C. No parking spaces will be permitted adjacent to commercial or multifamily driveways with the 

site distance triangle defined below: 
 
For driveways exiting commercial or multifamily businesses or developments a sight triangle of fifteen 
(15) feet by thirty (30) feet shall be required with the longer dimension running parallel to the public 
street. (See Figures Below) 

 

SITE DISTANCE TRIANGLES FOR DRIVEWAYS 

  
Minimum Design Requirements for all Entrances and Exits (Driveways) on City-Parish Streets and 
Roadways (See figures on following pages.)  Must adhere to City-Parish Standard Detail for driveways. 
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